IESER PLAN IST GEISTIGES EIGENTUM DES PLANVERFASSERS UND DARF OHNE ZUSTIMMUNG DER FIRMA HOLZDESIGN KITZMULLER GmbH NICHT AN DRITTE WEITERGEGEBEN WERDEN. ES GELTEN DIE AGB.
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Funktionszeichnung

Holzdesign Kitzmiiller GmbH

Langzwett 35/1
4180 Zwettl an der Rodl
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kitzmuller embx

www.universalverbinder.at

Dubelklemme

GroBe | @12 Hohe: 5.2
Werkstoff | Edelstd 1.4301
Mat. /Hadrte 040—-0310—010304
Oberfléche | trowalisieren und entfetten

Fertigungstoleranzen | laut Freigabe vor Ort

MaBstab ‘ 1:1, MaBstab

Stand ‘ 03,/05/2022

Standard Innenradius= 0.1mm

Unterschrift Kunde

Datum




Additional information.

The DUEBELKLEMME must not be used with every dowel,

only every second or third hole but every hole must be glued.

There is no lateral stability with the DUEBELKLEMME itself.

The DUEBLKLEMME is a gluing aid to bridge the setting time of the glue.
The pressing time is ZERO. Simply stand and let dry.

It is important that it is mounted straight.

However, it is possible that small gaps of 0.1 mm to 0.2 mm will appear.

This is from kickback from the hammer during assembly.

The problem can be solved if you place a dowel next to a hole with the DUEBELKLEMME
one dowel without the DUEBELKLEMME (see drilling drawing).

The problem does not exist with MDF panels or solid wood.

Because the material has a even density.

If you have any further questions, please don't hesitate to contact us.






